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SUMMARY

Charts are presented which give the compressive buckling coeffi-
cient for local instebility of a single-truss-core and a double-truss-
core sandwich plate. These charts cover a wide range of sandwich pro-
portions and may be used for sandwiches with unequal faces. They
apply to in-plane compressive loads acting parallel or perpendicular
to the core direction or for various combinations of these loads.

INTRODUCTION

Sandwich-plate construction has been of increasing importance
because of the need for light-weight structures in which dense
temperature-resistant materials are used. Many sandwich-type configu-
rations employing different production techniques have been suggested.
The two configurations shown in figure 1 are designated truss-core
sandwiches and have been fabricated by resistance welding processes.
Preliminary calculations (ref. 1) indicate that such configurstions
are desirable from a weight-strength basis. In structural analyses of
these configurations, the local buckling stress of the cross section
should be known. In the present paper, the locel buckling stress has
been determined for the type of sandwich plates shown in figure 1. In-
plane compressive loads both parallel and perpendicular to the axis of
the corrugations masking up the core of the sandwich are included in
the analyses.

SYMBOLS
b plate-element width
02, F2, Mo rotational stiffness of a plate element with edges sub-

ject to equal moments of opposite sign (see refs. 2
and 3)
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o, B, ¥
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Subscripts:
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rotational stiffness of a plate element with edges sub-
Ject to equal moments of same sign (see refs. 2 and 3)
modulus of elasticity
local buckling coefficient
buckling coefficlent used in stiffness charts and tebles
(refs. 3 and 4) when in-plane stresses sre acting in

two perpendicular directions (see eq. (20))

rotetional stiffnese of a plate element with far edge
clamped (see ref. L)

rotational stiffness of a plate element with far edge
simply supported (see ref.— k)

rotational stiffness of a plate element with edges sub-
Ject to equal moments of opposite sign (see ref. 4)

gum of moments acting at a jJoint (clockwise moments are
positive)

plate~-element thickness

angles of rotation at joints in truss-core sandwich
(clockwise rotations are positive)

plasticity reduction factor

angle between core element and face-sheet element

buckle length (half wave length measured in x-direction)

buckle length to be used in stiffness charts and tables
(refs. 3 and 4) when in-plane stresses are acting in
two perpendicular directions (see eq. (19))

Poisson's ratio

buckling stress (see eq. (22))

refers to core

refers to face sheet



NACA TN L4292 3

X refers to longitudinal direction, the direction of axis
of core
Yy refers to transverse direction
ANATYSIS

For the purpose of analysis, the cross sections of the configura-
tions shown in figure 1 have been idealized as shown in flgure 2 by
assuming the core to consist of straight-line elements. Buckling is
assumed to occur with rotation of the joints but with no deflection of
the Joints. The sandwich plate is assumed to be of sufficient length
and width that end effects are negligible. Compression loads may be
applied in either the longitudinal or transverse direction of the sand-
wich plate.

The basic unit of the truss-core sandwich is the triangle in which
the plate elements are not amenable to the formation of simple buckles
that usually occur in plate structures. For this reason, the elements
are restralned by edge moments which tend to raise the buckling stress.
For example, it was found that three identical plates forming a trian-
gular tube have a buckling coefficient of 4.7 as compared with 4 for a
square tube.

Application of the theory of reference 2 is well suited for the
determination of the local buckling stress of the truss-core sandwich.
The theory 1s based on the fact that the buckled shape of any plate
element in a configuration can be identified with an edge rotation and
an edge moment. By satisfying equilibrium at each joint, which means
that the sum of the moments of all members at a Joint is zero, the
stability eriterion is obtained. The relationship between edge moments
and rotations can be obtained from stiffness factors defined in refer-
ence 2. The moments acting on a plate element with edge rotations of
@ and B are given by expression (16) of reference 2 as

(5 (25
2 2 .
at the edge with rotation o and

<u§ ; u2>m N (HQ ; pé)ﬁ (2)

at the edge with rotation B. In expressions (1) and (2), is the

Ho
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rotational stiffness of a plate element with a symmetrical deflection
and H3 ie the rotational stiffness of a member wlth an antisymmetrl-

cal deflection.

Stability Criterils for Single-Truss-Core Sandwich

Some of the possible buckling modes for the single-truss-core
sandwich with equal face sheets are shown in figure 3. The stability
criterion can be written for mode A by noting that one end of each of
the core elements has zero rotation. It 1s convenlent to denote the
stiffnesses u, or bz as Fs or-'F3 for the face sheets and as Cp

or Cz for the core. Then, for mode A,

&y + Co + C3 =0 (3)
For mode B,
2Fp + Cp + C3 = O (%)
and for mode C,
Py Cp=0 )

Mode D involves a deflection pattern that is more complicated than
the previous ones, and the solution may be obtained as follows: The
moment at any Joint with a rotation o may be obtained from expres-
sion (1) as

C C Cx - C F F F; - F
n - (i’é’_a)m ) <_3‘T_2)B v o+ (_2_2_5)a i (-3—2—2)5 ¢ Fu = 0

(6)
Similarly at any Joint with a rotation -B tThe moment is:
Tg = (C5 = Ca)a = (Co + C5)B + (F5 - Fpla - (Fo+F5)p =0 (7

Solving equation (6) for o and substituting into equation (7) yields
the following stablility criterion for mode D:

3Fp + Fz + 3C, + C3 = 0 (8)_
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Equations (3) and (L) are identical; therefore, buckling will occur
in modes A and B at the same stress level. The stability criterion that
gives the lowest value of the buckling stress is the one that applies
for any given case. Calculations show that mode A applies in most cases,
but at low values of tc/tf mode C governs. However, all modes shown

in figure 3 have essentlally the same buckling coefficient at low values
Of tc/tf-

If & sandwich with unequal faces buckles as in mode A, eguation (3)
will again apply because the thicker face willl remain unbuckled and,
hence, will not affect the solution. At lower values of tc/tf, an
unequal-face sandwich may buckle similar to mode C. However, as was
mentioned previously, all modes shown in figure 3 have essentially the
same buckling coefficient for low values of tc/tf. Therefore, the

buckling coefficients for equal-face sandwiches may be used for sand-
wiches with unequal faces if the ratio tc/tf is obtained from the

thickness of the core and the thickness of the thinner face of the
unequal-face sandwich.

Stability Criteria for Double-Truss-Core Sandwich

A general mode shape for the double-truss-core sandwich with equal
face sheets is shown in figure 4(a). The angles a, B, and ¢ may
take on such values that any joint may be clamped or an S-curve or
a8 half wave may appear in any element.

The moments acting at joints with rotations «, -B, and v,
respectively, are:

Ty = (F2 + Fz)a - (F5 - F2)B + (Co + C3)a + (C5 - Co)¥ =0 (9)
Tg = 'T5 - Fp)a - (Fp + F5)B - (Cp + C3)B + (C5 - Co)¥v =0 (10)
Ty = (C3 - Co)a - (C5 - Co)B + 2(Ca + C3)¥ = O (11)

Equating to zero the determinant of the coefficients of «, B, and
will yield the stability criterion which is either

2Fy + Cy + C3 =0 (12a)
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or

20,.C
Fy+ —22 =0 (12v)
C2 + 03

The values of B and of ¢ may be computed in terms of « with the
use of equation (12a) or (12b) and equations (10) and (11). The actual
mode shapes can then be constructed and are given in figure h(b) for
equation (12a) and in figure 4(c) for equation (12b). For this con-
figuration, the behavior of each triangle is independent of the rest;
therefore, this solution slso applies to a single triangle with two
ldentical sides or to a configuration represented by the upper half of
the double-truss-core sandwich. Note that equation (12a) is identical
to equation (3) and that mode A in figure 3 is equivalent to mode A in
figure 4.

If the double-truss-core sandwich has unequal faces, the part with
the thinner face may buckle as in mode A (fig. 4(b)). This mode would
be independent of the thicker face; hence, equation (12a) is still
applicable, For unequal-face sandwlches, that buckle similar to mode B,
the use of equation (12b) would lead to some error. However, if it is
assumed that both faces of the sandwich have the same thickness as the
thinner face, equsation (12b) will yleld results which are only slightly
conservative.

Alternate Form of Stabillity Criteria

In order to calculate buckling stresses with the previously derived
stability criteria, values of the various stiffness factors must be
known. Charts giving values of Ko and Hs are presented in refer-

ence 3. It is sometimes convenient in calculations to heve stiffnesses
given in tebular form as is done in reference 4. However, W3 is not

tabulated in reference 4, but the relationship of o and u3 to the

stiffnesses given in reference 4 may be obtained with the ald of expres-
sions (1) and (2) and the definitions of the various stiffnesses.

In reference U4, the stiffness of a member with & symmetrical deflec-
tlon is denoted as SIV; hence, o

sV =y, (13)
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The stiffness of a menber with the far edge clamped is S and may be
obtained as follows:

2

The stiffness of a member with the far edge simply supported is siI
and is given by the following equation:

2,1
Bo + Hz
The stgbility criterion may be written in the notation of refer-
ence 4 when equations (13), (1), and (15) are used. Equation (3)

which was found to apply to both the single- and double-truss-core
sandwiches may be written as

+5S =0 (16)

t
At low values of EE’ equation (4) was found to give the lowest value
f

of buckling coefficient for the single~truss-core sandwich and msy be
written as

28, - sIVf +s8V. =0 (17

For the double-truss-core sandwich, the mode that governs at low values

t
of ES is given by equation (12b) which msy be written as
f

o8¢ - 8V, + 81, =0 _ (18)

Stiffness of Members Subject to Tramsverse In-Plane Stresses

The various stability equations derived in the preceding sections
apply for direct stresses in both the longitudinal and transverse direc-
tione or any combinations of these stresses. The numerical values of
the stiffnesses given in references 3 and 4 are for only longitudinal
compressive loadings but can be used for the general case by applylng
the method given in reference 5. A particular value of stiffness may
be cbtained by using the charts or tables of references 3 and , if
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AMb and k are replaced with the following expressions:

(19)

and -

- G G )] =

Equations (19) and (20) are equivalent to equations (17) of reference 5.

It is assumed thet loads perpendicular to the core dilrection are
resisted only by the face sheets; hence, the presence of these loads
affects only the stiffness of the face sheets. Charts that cover the
case in which only transverse loads are present are not available, but,
with the use of equations (19) and (20) together with the formulas in
reference 2 and with the assumption that N\/b approaches infinity, the
governing stability criterion (eq. (3)) may be written as

n
—\/ 3
__2__Ez__ + h<;3> cos 6 = 0O (21)
tan %,fky f S

RESULTS AND DISCUSSIMN

The minimum value of the buckling coefficient ky, that satisfies

the eppropriate stebility equation has been calculated and the results
are given in figure 5 for the single-truss-core sandwich and in figure 6
for the double-truss-core sandwich. Separate buckling charts are pre-
sented for values of ky equal to 0, 0.5, and 1.0. Values of ky have
been calculated from equation (21) for the case in which ky = 0 and
are presented in figure 7. The buckling stress can be computed as:

_ _knBrE _i>2 (22)'
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The buckling coefficients are presented as carpet plots which per-
mit linear horizontal Interpolation for both of the independent vari-
t
gbles & and EE' The method of interpolation is illustrated in
pil
figure 8.

The dashed lines in figures 5 and 6 divide the charts into two
regions. Above the dashed lines, the face sheet is the unstable ele-
ment and is restrained by the core. Below the dashed lines, the core
is unstable and is restrained by the face sheets. 1In this lower region
the actual buckling coefficients will probably be slightly higher than
the theoretical values given in figures 5 and 6, if the actual core ele-
ments are curved rather than flat. The discontinuity in the slope of
the curves of figure 6 marks the transition from one mode to the other.
Equation (12a) applies to the upper portion of the curves and equa-
tion {12b) epplies to the lower portion.

Examination of figures 5 and 6 indicates that the buckling stress
in the longitudinal direction will be apprecisbly reduced by the pres-
ence of transverse loads in the plane of the sandwich 1f the face sheets
are primerily responsible for buckling. If the core elements are unsta-
ble, the presence of transverse loads does not alter asppreciably the
longitudinal buckling stress.

The curves of figures 5 to 7 are also applicable to sandwiches with
unequal faces 1f the ratio tc/tf is obtained from the thickness of the

core and the thickness of the thinnest face. In figure 6, in the region
below the dashed line the charts may be slightly conservative but will
be exact, or essentially exact, for other proportions.

Langley Aeronautical Laborstory,
Nationsl Advisory Committee for Aeronsutics,
Langley Field, Va., April 10, 1958.
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Figure 1.- Two truss-core sandwlch configurations.

(a) Single truss.

te— b —

XXX AKX

(b) Double truss.

Figure 2.- Idealized cross sections of truss-core sandwlich plates.
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(d) Mode D.

Figure 3.- Buckling modes for single-truss-core sandwich plate.
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(b) Mode A.

(¢) Mode B.

Figure k.- Buckling modes for double-truss-core sandwich plate.
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